[image: image1.jpg]



[image: image2.jpg]



[image: image3.png]B | i e ExPORT

A

amate audio

Great sound
from Barcelona
since 1972

Amate Audio S.L.

EXPORT & CUSTOMER SERVICE
Perpinya, 25 - Poligon Industrial Nord
08226 Terrassa - Barcelona - SPAIN
T1.+3493 735656
export@amateaudio.com

www.amateaudio.com

R&D, FACTORY AND MANAGEMENT
Violinista Vellsola, 18

08222 Terrassa - Barcelona - SPAIN
T. 43493 736 23 90
info@amateaudio.com





[image: image4.png]www.amateaudio.com

A

amate audio

Great sound
from Barcelona
since 1972





Architectural and engineering specifications

X18T
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• The system shall consist of an active subwoofer enclosure. The enclosure shall feature a 4-inch voice coil, neodymium magnet, 18-inch loudspeaker component, front loaded in a bass-reflex tuned enclosure.  Low frequency transducer shall be rated at a nominal impedance of 4 ohms.
• The usable bandwidth shall be 32Hz to 130Hz (-10dB). 
• Maximum SPL continuous, measured at 1m under free field conditions shall be 133dB. 

• Enclosure cabinet construction shall consist of Baltic birch plywood. Dimensions shall be 664 mm (26,1 inch) wide, 540 mm (21,2 inch) high, 700 mm (27,5 inch) deep. Enclosure weight shall be 44,1 Kg. The front enclosure shall be protected by two steel grills with acoustically transparent cloth. 
• The cabinet shall feature a round socket with M20 thread located on the top panel to allow full-range enclosure coupling. 

• The cabinet shall feature several M6 rigging points to fix an external rigging hardware.  

• The amplifier shall be built inside the cabinet, consisting of one channel, with a total power of 2.500W/4Ohm. The amplifier shall be 3rd generation Class D with switching power supply. The amplifier’s power supply shall automatically select the input voltage and protect itself in case of excessive voltage at the mains. 

• The DSP controller shall be built inside the cabinet and integrated to the power amplifier. The internal DSP architecture shall be 48-bit fixed point, featuring 2nd order IIR biquad filters. Analog-to-Digital converters shall have more than 112dB signal-to-noise ratio, 24-bit word size and shall work at 96kHz sampling rate. The controller shall contain up to 32 presets combining factory and user-defined. The presets shall be visible and selectable by the user at the cabinet’s rear panel (with built-in LCD and keypad).

• The network protocol shall operate at 100Mbps with wired connection and 54Mbps with wireless connection (using wireless communication kit, CWK). The protocol shall support up to 253 elements in star or hybrid topologies. The connection shall be made through two RJ45 ports at the cabinet rear panel, allowing daisy-chained connection to other elements.

• The control and monitoring software shall be capable of monitoring the following parameters: input level, output level, clip limiter activation, amplifier temperature and network connection status. The software shall be capable of selecting different EQ presets for each cabinet, adding up to 5 parametric EQ or filters and control gain and mute, delay and polarity.

• The loudspeaker system shall be the Amate Audio® Xcellence X18T.
• The rigging accessories shall be the Amate Audio® KR-18T and TA-X208R.
• The stacking accessory shall be the Amate Audio® FR-208R.

• The communication wireless kit should be the Amate Audio® CWK-D.
• The DSP control software should be the Amate Audio® DSPStudio2.
